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Abstract

A set of 3 GaAs ASICS have been rJcsigncd
which together form par! of the BLOCK V Digital
Receiver. Each ASIC contains approximately
150K-1 70K used gates. This paper dcscribcs  the
design methodology for the 3 GaAs ASICS, which
ensures successful timing, testability, and
functionality.

lntrorluclion

The recent availability of high density, high
speed GaAs gate arrays, is making a major impact
on the design of digital signal processing systems.
Traditional analog functions can be put into digital
logic, with considerable improvement in stability and
accuracy. In this paper wc discuss the design of a
SCL of ASICS for a deep space digital receiver
(BLOCK V). The ASICS usc a purely digital
approach. Such funclions as oscillators, mixers and
phase dclcclors  arc implcmcntcd  by a combination
of mtrlliplicrs,  adders and registers [2]. ‘J’hc  large
number of gates required (about 160K pcr ASIC)
and the high spczd rqrircmcnt  (160 MHz), would
have been difficult to implement in an altcrnalivc
technology. CMOS would have been too slow, and
ECL did not supply the gate density required, and
consumed higher power, A custom design approach
was ruled out, since the schcdulc  requirements were
too stringent.

The design is partitioned imo five
ASICS (Fig. 1 ), with three different ASIC types. The
firsl ASIC (Jclcar)  performs the carrier
demodulation. It contains the carrier demodulator
and the carrier oscillator, as WC1l  as other functional
blocks[3].  The sampled IF signal is mtrltiplicd  by
16-bil  sine and cosine signals at 160 MHz, and the
products arc lowpass  fikcrcd and dccimatcd  to 80
MHY, samples. The Jctsub  ASIC performs the
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Figure 1 ASIC chip set

subcarricr  demodulation. Subcarricr  demodulation
mixes bolh inphasc  and quadramrc  signals againsl
sine and square wave subcarricr rcfcrcnccs.
Subcarricr  loop accumulators form summations for
subcarricr  phase tracking, and lock indication. The
JCL$WI chip proccsscs  the ‘symbols’, which arc the
cxtractcd  data bits. Symbol loop accumulators form
summations for symbol phase tracking, lock
indication, symbol signal to noise ratio,  and symbol
count over lhc accumulation interval.

The ASICS each have a VME bus intcrfacc.
These allows  data to bc read and written to registers
on the ASICS, from a micro-controller (on another
board). The inlcrfacc  levels for (his connection arc
~“”J’L, but the high speed interconnections arc all
EC1.. In this design wc mixed both I’T1. and J3CL
1/os.



Technology

All three ASICS were designed using the.
Vitcssc  FX 350KB gate array [1], These arc
channcllcss  gate arrays, with 809 rows and 216
columns. There arc 600 pads on the die, of which
108 arc input pads, 218 arc input/ou@t pads and
the remainder are VTT power (-2 volts) , VTTL
power (+3.3 volts) and Ground. The chip is
packaged in a 557 pin cavity-down PGA, with a
heat spreader, Both ECL and ‘ITL lCVCI  1/0s arc
available.

The Vitcssc  gate arrays arc implcmcntcd
with H-GaAs III, which is a 0,6 urn process wilh
four lCVCIS of metal interconnect. Three of these
Icvcls can bc used for signal inlcrconncd  (routing):
Metal 1, Metal 2 and Metal 3. The pcrsonalization
of the Gate Arrays consists of patterning of seven
mask layers: Via 1, McMl  1, via 2, Metal 2, Via 3,
Metal 3 and Via 4. Metal 1 is used for routing and
for interconnect inside L}lC  core and 10 macros.
Metal 2 is used exclusively for routing and Metal 3
is used for both power and routing. Mclal  4, a
non-programmable layer, is used for power
distribution. Figure 2 shows the Jctsym  chip.

A CC1l occupies 1 row and 0.5 columns. All
logic gates occupy multiple CCIIS. A simple
unbuffered invcrlor  takes 2 CCIIS, a 2-input buffered
NOR gate occupies 4 CCIIS. Although various floor
plans are available, wc used a 67% floor plan,
which means every 3rd column is used for routing
only. Additionally, wc did not cxcccd a utiliy.ation  of
75% of the remaining CCIIS. Wc did not cxpcricncc
any routability  problems wilh this plan.

The basic gale structure is a DCFL NOR
gate, wilh a depletion load. T h e  DCFL logic
switches around the cnhanccmcnt mode threshold,
which is about  250 mV above the Source Voltage,
V’I’T. A typical gate delay is 115 ps at 0.2 mW for
an unbuffered 2 input NOR with a fanout  load of 1
and a wire length of 0.21 mm. A buffered 2 input
NOR with a fanout of 3 and 0.63 mm wire has a
gate delay of 130 ps at 0.7 nlW.

The Vitcssc  gates arc available in different
drive strengths; high power drivers arc used to drive
longer lines, while low power gates arc used to save
chip area for local interconnects.

Timing

Using a gate array for high performance
design presents some problems, since the design is
very much influenced by the gate speed. The
position and number of pipeline stages is dcpcndcnt
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Figure 2 Jctsym  chip
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on the eventual gate delay, and the amount of
buffering is dcpcndcnt  on the eventual wire lengths.
The delay through a DCFL GaAs gate is very
cicpcndcnt  on the capacitance on the output of the
gate, largely resulting frorh interconnect wiring. The
wire lcnglh is of course very dcpcndant  on
placcmcnt,  Unlike a custom chip, there is little
control over the final placcmcn[.  Although
prc-placcmcnt  of the array can bc used, this is
impractical for large designs. In conscqucncc,  the
prc-layoul  design depends on knowing the
interconnect wiring lengths, which arc not known
until after auto-layout. To avoid iterating through
design and layout, WC. used a ncw approach which
wc call IFA (intelligent front annotation). This
gcncratcs  a worst case estimate of the wiring
lengths, and also gcncratcs  timing constraints for
place and route. Using this approach, no iterations
of place and route were ncccssary  to correct timing
problems.

I’hc chips arc designed hierarchically. At
the top ICVC1 is the 1/0 ring and the core logic.
Within the core logic arc functional blocks (c.g,
Carrier Dcmociulator). I’hcsc functional biocks arc
designated regions on the chip in floor-planning. 1/0
locations arc defined, and regions assigned to assist
the data flow through the chip. Large biocks within
these regions (e.g. a multiplier) arc assigned to
soft-groups. The soft-groups arc form]css, and can
bc piaccd anywhere within a region. They arc used
to direzt the place and route software as to which
macros shouid bc in near proximity. Each net is
assignc(i  a maximum length (MAXLENGTH). The
place and route iterates to meet these constraints.



The MAXLENGTH value may bc assigned by the
designer or automatically by IFA.

Traditionally, Front Annotation (FA) has
been used in ASIC designs, to give an estimate of
wire delay before placcmcnt.  The FA algorithm USGS
only the fanout on the net to estimate wire length.
This is a very poor estimate, since a high fanout net
could bc constrained in onc area of the chip, while
a low fanout path may stretch over a long distance.
IFA uses the hierarchy of the design, and the known
region information to provide a realistic estimate of
wire length, To estimate the distance bctwccn  any
two nodes, the cotnmon hierarchical block is found.
The cs[imatcd  size and a.spccl  ratio of this block is
used to estimate the wire length, Other laps  on the
same net and within the same block arc given a
smaller eslimatc,  and the wire siz.cs  bccomc smaller
as the fanoul is increased,

Factor Jetcar Jetsub Jetsym

O- 1 X 14356 13506 15748
1-2 X 178 89 176
2 - 3 X 25 60
3 - 4 x : 2 26
4-5x o 0
5-6X 2 0 :
6-7X O 0 0
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The wire estimalcs  from IFA arc used for
static  timing analysis. This ensures that there arc no
path delays which cxcccd  the spccificd  limit. The
wire estimates arc also used to conslrain  lhc place
and route algorithm. The final Back Annotamd  wire
lcnglhs arc then compared to the cstirnatccl  values 10
scc whclhcr the constraints have bczn met. In all
cases the constraints were mcl in d]c first ‘real’
place and route run. Figure 3 shows the results aflcr
placcmcnt for all 3 chips, showing nearly 99% of
the nets were under 1 X the constrain~  value.
Back-annotated timing cxcczdcd  d~c specification.
There was no need to adjust the placcmcm to
improve the timing.

Testing

A set of functional vectors was gcncrawd.
This was fault graded. UndctccM faul~s were input
to an Automatic Test Patlern  Cicncrator  (ATPG)
tool,  Th i s  incrcascd  fault covcragc  to acccptahlc
lCVCJS  (>97%). To ensure testability, individual
blocks were run through ATPG during the design

process and testability problems were corrcctcd. To
assist in generating high-covcragc  test vectors,
internal registers were connected to a scan path. The
number of scannable flip-flops was very large
(2000-2400 bits), Rather than create one huge scan
path, it was divided into multiple scan paths of up
to 128 bits each. This  dots  not affect  fault
covcragc,  but dots considerably rcducc  the number
of test vcaors required,

During wafer probe, the impcdancc  of the
power connections is not as low as in the packaged
part, and the noise duc to simultaneous switching
outputs (SS0) can affect the testing. We took two
approaches to avoid this  problcm.  Firstly, a
parametric tree was created, whereby every input
can bc tcswd individually, for VI}] and VIL wilhout
any SS0 problems. Secondly, the outputs were
arranged to bc switched off in groups, using a
dccticatcd set of inputs, For examp]c  there arc 9
enable pins in Jctsym, so that only 1/9 of the
ou[puLs need bc enabled at any onc time. By
running the same vector set 9 times, wid~ a different
output set enabled each time, the SS0 problems arc
complctc]y  avoided.

The tester will not run as fast as the
ASICS, so that the parts are not tested at speed. To
ensure that the parts arc not slow, 3 delay paths arc
used in each ASIC. The delay through these
combinatorial paths is compared with the estimated
delay. Bccausc  of the variation in propagation delay
on the chip (2S%), the path delay may not represent
the aclual dcvicc  speed. To rcducc  this possibili~y,
very large paths were taken, so that the delay paths
would cover n]os~  of d~c chip, and expcricncc all of
the possible variations. One path was the parametric
tree, Another path was a set of invcrlors, which was
put into every region to form a long chain, A Built-
in-Self-Test circuit is used to test the parLs at speed
in the systcm.

Design issues

For fasl two’s complement multiplication, the
Ilaugh-Woolcy  algoridun  was implcmcntcd  using a
Wallace tree of carry save adders for column
compression. The partial products arc formed in
subblocks  of 16 NOR gates, grouped to form 4x4
arrays of common input loads. The parlial producLs
arc fed to column compression subblocks  consisting
of adder trees for 4-bit groups. IFA gcncratcd
constrains from this partitioning were sufficient for
intmblock connections. Maximum wire length
constraints were forced to 2000~m for the least
significant inter-column compression group
connections. Although unbuffered gates arc available
in Vitcssc’s  350K library, only 3 were used in this
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multiplier. Capacitance loading of the unbuffered
atkicrs  would have made the adder too slow. All
101 adders were the 1X drive CCIIS; no 2X drive
adders were nccdcd.  Eleven half adders were also
used. Data arriving at the unit is distribute.d to the
partial product NOR gates, and then propagates
through three carry save adders (CSA) before the
pipeline register. Next the data travels through onc
more CSA and then the carry lookahcad  adder
(CLA) to the product register. Placing the pipc]inc
stage within the Wallace tree used 57 flipflops  rather
than 45 which would bc nccdcd  at the CLA inputs.
The 4-bit adder macroccll  was used for most of the
final adder, for cfficicnt usc of chip area.

Bccausc  of the large dic size (15mn~ side), a
large clock skew was cxpcclcd  bctwcm  different
parts of the chip. The high speed of the GaAs ftip-
flops would make hold time problematical. To avoid
this, wc used two lcchniqucs.  The majority of the
flip-flops in the core of the ASIC were conncctcd to
a fixed clock tree. The clock lrcc is prcdcfincd  for
the mastcrslicc,  and has guaranteed low skew. It
uscs clock drivers assi@wd  to the firsl 5 and the
last 5 rows, as WCII as a 3X2 area in the middle of
the chip. For the boundary scan logic, which
opcralcs at a different and low speed clock, wc
conncclcd  a series of clock bu ffcrs  in opposilc  order
to the boundary scan data flow. Groups of 8
boundary scan registers share a clock buffer. The
clock buffers arc prcplaccd,  so there is no chance of
a hold time problcm.

Chip-to-chip timing is a problcm  duc to the
varialion  in speed bctwccn  dcviccs,  I.argc amounts
of data transferred bctwccn Jctsub  and Jctsym,  arc
gcncratcd  and sampled by the same clock edge.
Since the chips arc physically in C1OSC proximity,
transmission delays arc small. A hold time problcm
would occur when the Jctsub  part is fast enough to
change the data, as it is being clocked into Jctsym.
To avoid this, additional delay was inserted into
each of the critical Jctsym  inputs. To ensure
consistency in delay values, without prcplaccmcm,  a
circuit was USC% which acbicvcd  the majority of its
delay (1 ns) by gate capacitance rather than wire
capacitance The circuit was also designed to provide
a symmetrical delay time.

Wc used high power driver macros to drive
long nets bctwccn  regions, bccausc of the large
capacitive load. This can cause an overdrive
problcm.  The high power driver will pul too much
current into the rccciving  cnhanccmcnt  mode FET
Gale-Source diode, which results in a poor VOL
lCVC1 for that transistor. TO avoid this  problcm wc
used a ‘LOAD’ gale which puts a dummy load on
the net. However, although it is convcnicnl  to put
the LOAD at d~c source, this causes another

problcm: Long nets may bc subjccl  to ‘current
hogging’ duc LO variations in V7T across the die.
The current will tend to flow in the rccciving  FET
wilh the lowest VTT, causing a possible overdrive
in Ihat dcvicc, and causing an under-drive problcm
in lhc olhcr load(s). This will bc dctcctcd  by an
F.RC program, but not until  after place and route.
To avoid this problcm, the LOAD cells were placed
al the destination region, rather than the source
region,

Conclusion

High spczd,  large scale digital GaAs ASICS
were successfully designed, Care was taken that all
paths  would mccl  the spczd rcquircmcnt,  Prototype
versions of all 3 parts have been dclivcrcd.  Onc part
(Jctcar)  has been cxtcnsivcly  systcm tested, with
cxccllcnt  results. This part although designed for
160 MHz, performs corrcctl y twice this clock speed.
At lhc time of writing, testing is sLill  proceeding on
Jctsub and Jctsym;  no significant errors have been
found so far.
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Spares

Tcslability  was a concern since cxpcctcd  yields are low, requiring a high dcgrcc  of fault coverage to avoid significant
‘cscapcs’.  Wc could not rely on easily detecting a fault.  It may not show up easily in the systcm duc to inherent fault
tolcrancc:  The rcceivcr is designed to extract a signal buried in noise, a chip dcfcet could in effect just add to this
noise, in that case the rcccivcr will still function, but not as WCII as it should,

‘1’hc carry lookahcad  macroccll  was not used bccausc  no carry in was nccdcd,  allowing simpler implementation,

The fabrication process is complctcd  by deposition of a protective passivation  Iaycr which leaves only the pad
mctallizalion  exposed. The H-GaAs 111 process uscs a total of 14 masks steps.



wAslElr

..-
“.

A-

-.
. .

.

wawkqns
6U!LU!L  pue
kmmbaJg

Sdd 1 “’0”

ansm

JJOSSWOJd
dool

loqluAs

JOSSaOOJd  Jjd snqqyyA

? t

JOSSa30Jd
dool

Je!JJS3qnS .

!EIH(XdO/XSdS)
JOSSa30Jd

Ja!JJ ~
passaJddnS

Jaxald!lpw
]U!Od \sal 0!601 Moddns  alaJos!a

pue alqeLuuIeJ60Jd

1-

I.&?&-lJOSSaOOJd
dool

Ioqlukj L&-JSa!lqluassv
lauueq~

hlawa[al 01 +

sdsw V9Z 01 sds ~ +
sloquJAs  ~os ]!q-8 mJOSSa20Jd

dool
Ja!JJec$qns

Jole[npowaa
Ja!Jle2qnS

)polg
aldwes ZHW  08

pue ‘6U!UI!L
‘pueqases  [el!6!a

O pue I I!s-sl:YSdtYXdf3)
JOSSaOOJd

Ja!JJe~
passa~ddns

OOIS  aldwes
ZHW  091

pue leu6!S

4! !!q-8

.taxald!llnw
JU!Od tsal

JoJell!2so
Ja!JJe3qnsI Jaxald!t[nw

JU!Od Isal

wAs13r answ

13S dlHO 31SV E10SSH30Hd 1VN91S 1V1191CI



DIGITAL SIGNAL PROCESSOR ASIC CHIP SET

JETSUBJETCAR JETSYM
8-bit tF
Signal and
160 MHz
sarnp143 clock

From ‘j
Frequency
and Timing
subsystem

HH
c1 I

Subcarrler symbol
Demodulator Statistics +

H*E!EII

.-

W

0. .
0
mElReference,

Rm@ng, end
Upl)nk Bias
oscillators

mrlTest Point
MultiplexerI Test point

Multiplexer I I&E!!a15-BR I and Q
Dlgltal Baseband,
Timing, and
so MHz sample

QJ
1-
wm uFFl Data

PortClock w
W
*

8 - b i t  Soft  symbok  ~

+4 SPS  to 2 6 . 4  h@S :

To Telemetry m
+ Channel

Assembles

C5Carder
Statistics

mnmm
counters

and
Interrupts I Data Bus

hterface I
L

32-bit Dma uus 1
+
1-

+
Progmmmabte  and

Dlscrate Support Logic I MM
EEE!!3m
Hm

rlProcessor
InteffaceuVMEbus

Data and
Interrupt
Interface

PEME!!l - ,

I
~

vnkbus iW Processor

l:E’’’:rlpiiiq
6
0
0
wJETSUB JETSYM



0 7 / 3 0 / 9 3 10:06 5?818 354 2825 JPL ++-) PATENT OFFICE ldloo2
;,

.,

.

.


